


















Imagery Storage 

the system remai ns op erational to 
this J ay. H owever, communication 
links with this Land-width are 
either not available or are too 
costly. 

If the application can use less 
than real-time, a frame update 
scheme can be employed, where, 
once tl1c image has been commun­
icated, only changes on a frame-to­
frame basis will be transmitted. 
This system can be supported by 
a 16 megabit p er second rate and 
on the average requires, 1/ 4 second 
to transmit a single frame. No mo­
tion is accommodated by this 
scheme, however it offers visual 
communication to a larger popula­
tion since more links of this variety 
are available. ( 5 MHertz of band­
width required using the quater­
nary conversion scheme) . 

A still larger network of com­
munication links exists at lower fre­
quencies. These links cover the 
frequency sp ectrum from 75 baud 
to 1.5 megabits, witl1 a concentra­
tion in the area of voice circuits 
(the range from 2.4 kilo bits to 50 
kilo bits). 

Temporary Storage 

For this network, we are limited 
to visu a l communications on a 
single-frame basis. To this end, 
imagery transmission systems have 
been develop ed which temporarily 
store a single frame of TV to pro­
vide tl1e rate conversion required 
to communicate wideband video 
data ( 40 megabits/ sec) over nar­
row band lines. For these systems, 
an average transmission time for a 
single frame at 2.4 kilobits is 8 
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minutes, at 50 kilobits is 25 sec, 
and at 1.5 megabits is less than 1 
sec. 

The concept of communicating 
single frame digital TV is shown 
in FIGURE 1. A video source sup­
plies standard 525 line TV at a 
thirty frame per second rate to 
the encoder/ storage unit which 
selects and stores, upon command, 
a single frame of video. Once in 
storage, the video frame can re­
circulate at a 1!30 second rate to 
preview the selected image. If the 
image caph1red is to be b·ansmit­
ted, the data is presented in a dig­
ital format to the rate converter. 
The read-out rate of the memory 
is, in general, fixed. So the rate 
converter functions as an elastic 
buffer to provide an interface with 
a variety of data modem/ links 
operating over the aforementioned 
frequency spectnun. W"ireline, HF, 
and Satellite links are within this 
range. 

Into Bulk Storage 

The receiver function is the mir­
ror image of the transmitter. Data 
from the receiver modem is buf­
fered in the rate converter, and 
forwarded to the decoder/ storage 
unit. This unit accumulates the 
data, a line at a time, until the 
entire frame is recorded in mem­
ory. A simultaneous read- write 
memory pem1its display of the 
line-by-line build-up, as vie"ved on 
the display monitor. 

At this point, the data can be 
transferred to bulk storage, allow­
ing reception of another image. 

Two categories of storage de­
vices permit single frame digital 
communications; analog and dig­
ital devices. The analog device 
stores the info rmation directly 
from the TV camera. The data is 

then accessed a line at a tin1e and 
converted to a digital format by 
the A/ D converter prior to trans­
mission. F or a digital storage de­
vice, the A/ D converter necessarily 
precedes the storage medium. The 
conversion is therefore at real-time, 
and the binar y digits arc written in 
the memory at the sampli ng rate. 
The capacity of the digital storage 
device is dictated by the encoding 
precision required, and the sample 
rate needed to meet the sp ecified 
resolution. Once stored, the single 
frame can be read-out at a speed 
consistent witl1 the transmission 
rate via the rate converter. 

Choice of Devices 

In general, analog storage de­
vices suffer from finite S/ N ratios 
and limited bandwidth which de­
grade tl1e image before encoding. 
This limitation is not inherent in 
digital storage, and they, there­
fore, offer higher image quality. 
Analog storage devices are usually 
less expensive than digital and 
therefore the choice must be im­
pacted by the picture fidelity re­
q uired in a specific application. 

Analog storage devices include 
video disc recorders, silicon stor­
age tubes and storage Vidicons. 
Digital storage devices include 
Disc memories, plated wire mem­
ories and solid state memories. 

A video disc recorder used as a 
single frame memory is shown in 
Figure 2. The disc rotated in sync 
with the input video signal at ap­
proximately 1800 RPM (or one 
video frame per revolution ). Sync 
is via the servo control loop which 
is phase locked to the horizontal 
and vertical sync signals stripped 
from the composite video input. 
The single fram e write command 
is also synced to ensure that a full 

Figure 1. Single-Frame Digital TV System Figure 2. Video Disc Recorder 
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frame of video is captured. 
By way of the modulator, an 

fm signal ( representing tl1e video) 
is generated and recorded on th e 
magnetic surface of the disc. Once 
recorded, tl1c data circulates at 
the fram e ra te and is displayed on 
a standard monitor to determine 
if the correct image has been cap­
tured. If so, the image is read from 
the disc for analog to digital con­
version and subsequent transmis­
sion. This read operation is not 
accomplished in 1/ 30 of a second, 
but rather a line at a time, at a 
rate dictated by the b·ansmission 
rate as reflected through the line 
buffer or rate converter. 

Some of the p arameters to be 
considered with respect to the 
video disc recorder are: 

1. Most units are limite d to 
4MHz bandwidths. 

2. A signal-to-noise ratio of 40db 
is max. and is a visible limita­
tion. 

3. Units are multi- frame and 
their application should re­
flect tl1is capacity. 

4. Units are not compact. 
5. Sparing is costly. 
The second analog storage de­

vice for consilleration is Lhe silicon 
storage tube (Figure 3) . This unit 
is an electr ical-in electrical-out de­
vice and can store a single frame 
of TV imagery. 

To write, the video signal is con­
veited to a Z axis modulated elec­
b·on beam that is scanned across 
the silicon target in sync with the 
horizontal and vertical sync sig­
nals. 

The photo-conductive surface of 
tl1e target absorbs the energy and 
can retain it for several days. How­
ever, if the tube is constantly 
scanned in tl1e read mode, the re­
tention time drops to something 
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under 5 minutes, This would b e 
the case if a preview of tl1e cap­
ture image were required. 

Similar to the disc concep t, the 
data is read, a line at a time. How­
ever, there is no need to recycle 
the entire image; tl1e read com­
mand is simply pulsed at a vertical 
rate synced in to tl1e processing 
and transmission rate. 

The key parameters associated 
with the silicon storage tube arc : 

1. Limited retention time. 
2. Visible target signature. 
3. Non linear gray scale. 

The next analog storage device 
to be discussed is the storage vidi­
con. In the single frame TV com­
munication system, this unit re­
places tl1e standard video camera. 
(F igure 4. ) 

'Tailored' Scan Rate 

The image is exposed to the 
storage vidicon through a shutter 
to capture tl1e information of in­
terest. The in1age is then read off 
the photo conductive material by 
scanning the surface in the x-y 
direction at the desired horizontal 
and vertical rates. For preview, 
Lhcse rates would be standard 
video rates allowing disp lay on a 
conventional video monitor. In pro­
cessing, the scan rate can be 
tailored to tl1e transmission rate, 
however, the character of tl1e stor­
age material does require periodic 
refresh for retention of informa­
tion if the rate drops below a 
specified minimum. 

Characteristics of the storage 
vidicon are: 

1. Required exposure time-1/ 2 
sec. implying no motion. 

2. Refresh required. 
3. Image focus and sizing only 

after capture. 
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A parallel disc memory unit 
functioning as a digital single 
frame memory is shown in Figure 
5. The d isc spins at 1800 RPM or 
approximately 1/ 30 of a second 
per revolution. The speed is con­
trolled by tl1e servo drive system, 
which is synced to tl1e incoming 
video such that each revolution 
corresponds to a single TV frame 
time. Note that horizontal and 
ver tical retrace intervals, as well 
as the video information, are in­
cluded in tl1is time period. The 
storage capacity required must b e 
calculated by assuming a 60 sec 
line time or at 10MSS a total of 
600 samples per line. ·with 500 
lines per frame, a total of 300 kilo­
samples per frame are generated . 
Four bit precision dictates the 
need for 1.2 megabits of storage. 

16-Track Device 
A sixteen track device, with a 

read-in rate of 2.5 mbj s, and a 
channel capacity of at least 75 
kilobits, meets tl1e requirement. 
The parallel read-in uses 4:1 de­
multiplexers on each of the four 
10 mbi s sample bit lines. The 600 
samples of a given line, in groups 
of four samples, four words high 
(bi t precision) are written onto 
the elise at a 2.5 megabits rate fol­
lowing each horizontal drive pulse. 
The read op eration is handled in a 
similar manner witl1 the 4:1 multi­
plexers generating the o ri g inal 
four 10mbs sample bits. 

The important points witl1 re­
spect to the digital disc concept 
are as follows: 

1. Required capacity includes 

vrm-:o 

Figure 3. Storage Tube Figure 4. Storage Vidicon 
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video data and TV reb·ace 
times. 

2. The servo loop is required to 
maintain speed and phase 
synchronism within 50 nano­
seconds. 

3. Large capacity requires many 
heads. 

4. The scheme does not lend 
itself to easy expansion. 

5. Sparing costs are high. 

High Speed Recording 

Figure 6 depicts a plated wire 
memory used as the digital storage 
device. The memory is organized 
in a 32K word x 8 bit configm a­
tion affording a 250K bit module; 
four of which are required to pro­
vide one megabit of storage. Note 
that the needed capacity has been 
reduced, since only the active por­
tion of the line is stored (50 f.L sec ) 
in this case. 

The input bit rate as shown is 
1.25 megabits per second; the de­
multiplexer provides an 8 to. 1 rate 
reduction of the 10 megabit per 
second sample bits. In this scheme, 
each w ord r epres ents e ight 
samples of the video data in one 
of the four bits of precision. 

The memory "write" op eration is 
accomplished by addressing the 
"w o r d" current generator coinci­
dent with the appearance of the 
digit line current which is present 
at the input as a result of a sample 
bit. The addressing could be in 
any sequence as long as the order 
is maintained during read out 
( true random access). 

To read, an interrogation cur­
rent is passed through the word 

line, and the output is detected 
along the digit line. All four 8-bit 
words would be read out simul­
taneously. 

Some p oints worth mentioning 
concerni ng this particular scheme 
arc: 

I. Hig h sp eed r e c ording is 
easily accommodated by si­
multaneously writing s ince 
each word line goes over 
many bit wires. 

2. Random access is inherent, 
offering greater versatili ty. 

3. Non desb·uctive readout. 
4. Low operating power ( .1 nw 

bit ) even lower in standby 
( .075 mw/bit ). 

5. The concept lends itself to 
easy expansion. 

6. Sparing is not economical. 

Solid State Memory 

A solid state shift register mem­
ory is sho'.vn in Figure 7. A RAM 
could of course be used if the 
added versatility offered, would be 
required by the application. In 
either case, the solid state memory 
for the model under discussion 
would require a capacity of 1 
megabit ( video data only) . Em­
ploying 1024 bit chips, a 10 x 25 
matrix would accommodate ap ­
proximately 250 kilobits of storage 
or an entire frame of one bit of 
p rec iSIOn. As indicated, this 
scheme requires 10:1 demu.ltiplex­
ing which is in concert with the 
1 megabit p er second input shift 
rate. 

If a dynamic shift register is 
used in an effort to reduce cost, 
the data, once in storage, must be 
circulated at the minimum rate 
specified by the IC manufacturer. 
In most cases, this rate is in the 
area of 10 to 20 kilohertz assuming 

a fair range of op erating tempera­
tures. If p rocessing rates are less 
than this minimum recirculating 
rate, buffering will be required to 
handle the rate conversion. 

Of interest concerning the shift 
register memory is 

I. Expansion to accommodate 
higher bit p recision or more 
samples per line is easily ac­
comp lished. 

2. Dynamic shift registers can 
be used in most applications, 
since recirculation 1s required 
for image preview. 

3. Power consumption is in the 
neighborhood of 0.2mwj bit. 

4. Economical Sparing. 
A few of the more noteworthy 

applications for single frame digi­
tal communication systems are re­
mote surveillance, remote video 
file, visual conferencing and im­
agery information systems. 

Remote surveillance, as it ap­
plies to this discussion, is a con­
cept th at employs a number of 
r emo te ly located TV cameras 
which are accessed on a regular 
basis to relay a single frame of 
video information to a central ter­
minal for display. Using a video 
store at each remote terminal and 
assuming a 50 kilobit transmission 
link, full gray scale imagery could 
be relayed from each camera, to 
up date the cenb·al terminal dis­
plays, every 30 seconds. 

Storage Alternative 

Candidate storage devices for 
this application include the analog 
storage tube, the plated wire digi­
tal memory and the solid state 
shift register memory. All of these 
devices p ossess no moving parts 
and arc somewhat compact. The 
storage tube suffers from limited 

Figure 5. Parallel Disc Memory Figure 6. Plated Wire Memory 
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gray scale, linearity, and resolu­
tion. However, it is about half the 
cost of the other two. Power con­
sumption is also . highe~ for the 
plated wire and shif~ re~1ste1: ~e~­
ories. However, mamtamability 1s 
excellent for the shift register 
memory which also exhibits the 
lowest sp ares cost. Obviously all 
these need be weighed in selecting 
a storage device for a sp ecific user 
requirement. 

like Computer Terminal 
The concept of a remote vi?eo 

file system is similar to a time 
shared computer data terminal 
where information is disseminated 
to various subscribers through a 
dial-up network. In the central 
video file, data is stored on bulk 
storage media such as analog discs 
or video tape units. Digital tape 
is also appropriate and in fact pre­
serves image fidelity to a greater 
degree than the analog devices. 

When a particular file is ad­
dressed, a single frame of video 
is transmitted to the subscriber via 
a narrow band digital linlc At the 
subscriber terminal, the data is 
accumulated on a frame memory 
device for display. For this appli­
cation where high quality imagery 
is required, an analog frame mem­
ory should be avoided. The band­
width restxiction and finite S/ N 
ratios are sufficient reason to select 
a digital storage medium. Any one 
of the three digital candidates are 
appropriate, however, ease of 
maintenance and reliability gives 
the solid state shift register mem­
ory a slight edge. 

Visual Conferencing covers a 
good percentage of the applica­
tions for single frame digital TV 
Communications. Two major busi-

ness areas or, in the military ap­
plication, large command . centers 
can be tied together usmg the 
single frame video communications 
concept. Images could be commu­
nicated during the conference, or 
if a large number of images are 
required for the presentation, they 
could be sent earlier and stored 
at both terminals for reference and 
update during the actual discus­
sions. A video disc is an excellent 
choice for this application in that 
it can provide both single and 
multiframe storage in same unit. 
High resolution is not a re.q~ire­
ment, and the finite S j N and lim1ted 
bandwidth offered by the analog 
storage device sh ould no t cause 
image degradation beyond a toler­
able level. 

Single Frame TV 

Paralleling the conferencing ap­
plication, is the use of single frame 
TV communication in imagery in­
formation networks. These net­
works offer management, com­
mand and control capabilities, 
weather evaluation, photo inter­
pretation, intelligence ~d med~cal 
data evaluation. In th1s apphca­
tion, data can be exchanged be­
tween various terminals and dis­
seminated for evaluation. The abil­
ity to communicate non formatted 
video data over narrow band lines 
and distribute it via standard TV 
monitors to a large interested pop­
ulation, remote from the receive 
te1minal, is the reason why this 
concept can address a variety of 
users. 

Th e imagery information net­
works are characterized by high 
resolution requirements, high Sj N 
levels and good gray scale repro­
duction, which indicate that digi-

Figure 7. Shift Memory Register 
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tal storage devices should be em­
ployed. Reversible simplex te~­
minals would seem very appropn­
ate from a cost point of view and 
should not severely limit opera­
tions. The single frame memory 
device would be time shared b e­
tween tr ansmitter and receiver. 

We have only touched on a few 
of the applications for single fran:e 
TV communications. The b as1c 
concept is flexible enough and the 
networks required are available in 
sufficient numb er, so that one can 
envision an unending list of com­
munication requirements that can 
be satisfied. Until wide band link 
can be offered at reasonable prices, 
single frame digital TV over nar­
row band lines has to be the an­
swer to visual communications of 
non -formatted gray scale im­
agery. • 

Human Factors 
Society Meeting 
The Consumer Factor is the 

theme of the Human Factors Soci­
ety Annual Meeting to be held at 
the Marriott Twin Bridges Motor 
Hotel, Washington, D.C., October 
16-18, 1973. Host will be the Poto­
mac Chapter of the Society, repre­
sented by the General Chairman, 
Mr. William J. King. 

Papers, workshops, and symposia 
related to consumer factors are en­
couraged. Possible session titles in­
clude: HF Applications to Consu­
mer Areas; HF in Rehabilitation 
and H ealtl1 Care, including the 
H andica p p e d , the Aged, and 
H ealth Services; HF in Govern­
ment and Politics, Education and 
School Systems, Manufacturing 
and Production, Service Industries, 
H ome, City, Transportation, Rec­
reation and Play, Media, and Crim­
inal Justice; Aerospace Research 
and the Consumer - Teclmology 
Fallout; Consumer/ User l nfOlma­
tion Systems; Environment Quality 
Protection- Noise, Air, and Water 
Pollution . 

. Paper abstracts, and workshop 
and symposium proposals, should 
be submitted to Dr. Thomas B. 
Malone, Technical Program Com­
mittee, HFS Annual Meeting, 303 
Cameron Street, Alexandria, Vir­
ginia 22314. 
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lASEA BEAm 

The liquid crystal used is a 
transparent chemical fluid that be­
comes frosted when momentarily 
exposed to concentrated doses of 
heat. 

Laser-driven liquid crystal dis­
plays are now being considered for 
use at Bell Labs in an experimental 
"remote blackboard" system for 
transmitting and receiving hand­
written information over the Bell 
System telephone network. 

A liquid crystal cell could be 
used at the receiving end of such 
a system, where coded pulses of 
information are used to direct a 
laser beam over a light sensitive 
medium. Laser "writing" in this 
system can then be projected on 
a wall or screen. 

Sandwiched between two glass 
plates, the liquid crystal molecules 
of the Bell Labs device can be re­
arranged selectively ·by heat from 
a low-powered laser beam to form 
numbers, letters and drawings. In­
fonnation stored in the liquid crys­
tal can be erased by applying an 
ac voltage to elech·odes on the 
glass plates. This voltage forces the 
liquid crystal ( LC ) molecules 
back to their original well-aligned 
positions and restores cell trans­
parency. 

Bell Labs scientists Hans Mel­
chior, Fred Kahn, D an Maydan 
and Dave Fraser point out that 
liquid crystal displays could serve 
the same function as cathode ray 
tubes and other similar "read-out" 
devices in computers and graphic 
viewing terminals. Because laser-
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Writes 
on 

Screen 
Words, numbers and drawings can now be written by laser light on a 

new kind of large screen black and white display demonstrated by Bell 
Labs scientists. The new display uses a laser beam to write information, 
which can be transmitted over ordinary telephone lines, on a liquid 
crystal contained in a small glass slide. 

Demonstrating how words and drawings can be projected through a glass filled 
with a liquid crystal chemical compound. 

driven LCs can retain an image 
almost indefinitely, they do not 
have to be continuously replen­
ished to avoid flicker problems, as 
with conventional cathode ray 
tube displays. 

In an experimental display fab­
ricated by the BTL scientists, a 
liquid-crystal light valve about the 
size of a 35 mm slide is used. The 
inner surface of the glass plates is 
coated with a thin £ibn-indium­
tin-oxide- that absorbs light from 
a focused infrared laser beam, and 
converts it to heat. The coating 
also serves as a conducting elec­
trode for the erasing voltage. 

Information is stored in the 
light valve by "writing" on it with 
the focused laser beam. Local heat­
ing by the beam temporarily raises 

the temperature of the liquid crys­
tal in the addressed region of the 
light valve. A hysteresis effect as­
sociated with a "phase b·ansition" 
takes place, changing the chemical 
compound's appearance from clear 
to frosty white. 

If the light valve is located in an 
optical system no more compli­
cated than an ordinary slide pro­
jector while tllis is happening, the 
pattern being written on the glass 
plates can be projected on a wall 
or screen. The projected image 
will appear as black lines on a 
wllite background. 

The black lines correspond co 
regions of the light valve where 
heating has disordered the liquid 
crystal molecules. These disor­
dered, "frosty" regions scatter the 
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Liquid crystal slide contain ing information written by laser light. 

projection light and prevent it 
from reaching the screen. 

An audio-frequency voltage, ap­
plied to the plates, reorders the 
disturbed regions and clears the 
display. 

Information on how to write in­
dividual characters in the Bell 
Labs display is stored in a "mem­
ory" circuit in the form of elec­
h·onic pulses. When the display is 
in operation, these pulses are fed 
to two devices- a scanning galva­
nometer and an acousto optic de­
Hector-modulator. 

The galvanometer scans the laser 
b eam in a horizontal direction 
across the surface of the light 
valve. The deflector sweeps the 
beam in a ve1tical direction and 
at the same time turns the light 
somce on and off dming character 
generation. 

The interaction of these two de­
vices enables letters, nwnbers and 
any other grapllic information to 
be generated in the display at a 
rate of speed up to several thou­
sand characters per second. 

About 1/ 10 gram ( 1/300 ounces) 
of a mixh1re of 90% MBBA ( p­
methoxybenzylidene-p -n -butylana­
line) + 10% cholesteryl nonanoate 
is used in the Bell Labs experi­
ments. This cholesteric liquid crys­
tal material is sandwiched as a 
thin film ben;veen two fused silica 
glass plates ( 2W' x 2" ) coated with 
transparent conducting elech·odes 
( indium-tin oxide) and an addi­
tional coating of organic material 
(silane) to orient the liquid crystal 
molecules. Thermal writing is car­
ried out by deflection of a Nd:YAG 
laser beam at 1.06 micron wave­
length. R eNe or GaAs lasers could 
also be used. 

Power absorbed from the ad­
dressing b eam locally heats the 
liquid crystal above its isotropic­
cholesteric phase. 

Visible light is sh·ongly scattered 
by the disordered regions. Line­
widths of 15 microns or more are 
readily obtained by moving a 
5mW l aser b eam ( absorbed 
power) at speeds up to 10 em/ sec 
across the liquid crystal cell. 

·written images can be viewed 
for hours, days or weeks with min­
imum loss in resolution or contrast. 
Erasure is accomplished hy apply­
ing a 35 V 1.5 kHz voltage he­
tween the transparcnt clcctrodes. 
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Louvred Film Sharpens Image On Low 
Light Level Displays 

One problem of the electronics 
age-that of ambient light in~er­
fering with vision while observmg 
low light-level displays- has now 
been solved by a new display film 
which is utilized in vulnerable 
areas such as liquid crystal dis­
plays, cathode ray tu~es, airc~aft 
cockpit displays, hospttal patient 
machines and television screens. 

3M Brand Display Film, manu­
factured by 3M Company, is a thin 
sheet of clear plastic containing 
closely-spaced opaque microlou­
vres which function like miniahue 
ven~tian blinds, allowing light to 
pass through at a predetermined 
angle. The result is highly-increased 
contrast in light-emitting or back­
lighted display applications, mak­
ing them easier to read when am­
bient light is present. 

"One of the most timely appli­
cations of the display film has been 
in liquid crystal graphic and ad­
vertising displays," said J. E. John­
ston, department manager, Display 
Products. 

"The display film's specially 
angled louvres allow light to pass 
through from behind to illuminate 
the liquid crystals, while providing 
the necessary opaque background 
for the viewer, either black or in 
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colors if desired," Johnston ex­
plained. 

In liquid ctystal applications the 
film is placed between the light 
source and the liquid crystals. (See 
figure 1) In self-lit, low-light dis­
plays such as cathode ray tubes, 
the display £1m is placed directly 
over the display smface. (See figm e 
2 ) In this type of application the 
film shades the subject from am­
bient light, which usually comes 
from above, while allowing a clear 
visual path for the viewer. Many 
variations of the film are available, 
and it can be designed for specific 
applications. 

The fi lm itself can be produced 
in standard thicknesses, from .020 
to .040 inches in thickness, while 
the louvres can be slanted at angles 
up to 45 degrees. 

All of these variables make it 
possible to control light for specific 
applications more accmately. 

Various decorative effects also 
can be achieved by changing the 
color of the louvres or the film it­
self. Standard colors for both film 
and louvres are red, white, green, 
yellow and blue. For high~t-ef­
ficiency light control, black louvres 
are the most effective. 

Circle # 101 on Readers Service Card 

The "Cue-Switch" 

Industrial Electronic Engineers 
announces the "Cue-Switch" Prod­
uct Line Series 1400-1 & 2, In-Line, 
Bezel Mounted Switches and An­
nunciators, in both lit and unlit 
adaptations. 

This unique switch unit consists 
of matrixed conductors embedded 
in TRA ISPARE NT plastic mem­
branes. Without mechanical link­
ages, springs or buttons, the totally 
reliable switch elements are sealed 
to dirt and moisture, offer excep­
tionally low mass and profile to 
designers. Color filters may be 
used for visual effect. 

Circle # 102 on Readers Service Card 

1" O.D. High 
Resolution CRT 

Video Products, Inc. announces 
the availability of a 1" O.D. high 
resolution CRT. Operating in the 
5 to 10 KV range with a minimum 
of 850 lines, the CRT is capable of 
at least 350 ft-lmbts ( P-1 @ 7KV ) 
output from a useful area of 0.6" x 
0.6" . All phosphors are available. 
Magnetic deflection enables high 
resolution applications and spot 
sizes to 0.6 mils. The flat face per­
mits simplification of associated op­
tical systems. Sub screen, black 
screen, and fiber optic screens are 
optional. All leads; including the 
anode lead, exit from the base for 
st r eam lin ed d esi gn. 

Ci rcle # 103 on Readers Service Card 

7 Bar-Segment 
Display 
Industrial Electronic Engineers, 

Inc., manufacturer of rear-projec­
tion readouts, is now offering a 
Seven-Bar Segment disp lay, the 
Series 1080. 

This "easy-to-read" unit features 
as standard, based lamps for ease 
of installation and replacement 
(front or rear ), optimum single 
plane viewing, choice of screen 
colors (red, blue, green, grey or 
amber ), and it's a plug-in package 
with no external hardware. 

Available options include: versa­
tile caption display with up to 6 
message areas, conventional rear­
projection 12 message display, dec­
imal points and/ or colon and mod- , 
ule with + and - overflow "1". 

A wide variety of display config­
urations are stocked, including a 
9 bar configuration for 16 output 
hexadecimal applications display­
ing 0-9 and A-F. 

Circle # 104 on Readers Service Card 

Position Write-Yoke 

The CE L C O LY916 Positio n­
Write Yoke is designed to mini­
mize the ob jectionable "cigaring" 
effect on Alpha-Numeric Displays, 
thus eliminating the need for elec­
trostatic d eflectio n p lates . The 
LY916 is a high-speed, High-Q 
Ferrite core Deflection Yoke fea­
turing fast position and write, and 
is excellent for resonant circuits. · 

Circle # 105 on Readers Service Card 

VJe dat\t \\a'4e tate\\ ,au 
w\\ata 
data ta\)\e\ \S •• · 

ctourspecs 
wnen you rea \ st tnere's one 

U'\\ see tnat, at a , ' 
Y0 "tnUr specs. 
tnat meets ,--

And, since our TllbliiiJ)i 
you may want to call 

• Abeolullt Co-onllni11J 
• Frw CunMir-you !mOW viihat 

lhalmeansl 

• WOib wllh I.,..., too•W.. 
ship with boll euraor n $lykl8 

• u.-lly ~ --- thin Ael»llllbiiiiJ IL .. .. Sil iftnt Accunlcy 1Z 4 - - 111•1CII 
Stability Blt(LSB) 

• Relolutlon is 1 00 counts per Inch. 
(1 LSB =0.010" , some people 
call it ± 0.005). You can specify 
any coarser grid, or set it yourself 
with a single plug-in component. 

(How about all those other tablets 
with fine Resolution-but with Lin· 
eartty or Stability oft by many LSB's?) 

• No Encumbrances above lhe 
Tablet Surface (it's as thin all over 
as a pad of paper) 

• Freely-Movable Tablet-the elec­
tronics are in a small separate 
cabinet which you can hide in a 
drawer or in your system. 

• Plus, of course, all those other 
nice things such as operating In 
point or atra.n mode, or even 
under remote control and choice 
of BCD or Binary Coding. 

Any other reason you should be 
Interested? 

Ours costs less. 

Maybe we haven't been very brief, but 
we want you to realize that our Tab­
let/ Dig itizer can replace the one you 
now put into your systems, and give 
you considerable price-performance 
advantage. Write today fo r detailed 
specifications. 

* -Patent applied for 

•

! M 

_U/Iit/.,/.,.,J,JN 
~fiii¥I'MMJCORP. 

398 Kings Highway, Fairfield, Conn. 06430, 203·384·1344 
an affiliate of American Research & Development Corp. (ARD) 

Circle # 7 on Readers Service Card May-June '73 1 Page 25 



new 
products 

Control of 
Rotating Displays 

• 

A spring return potentiometer 
providing continuous control of 
rate in rotating displays and ma­
chines is now available from Mea­
surement Systems, Inc., of Nor­
walk, Ct. 

The pot can be rotated ± 30° 
producing a resistance change of 
± 1k ohm. When released, the 
wiper returns to the center of the 
5k ohm infinite resolution element. 

The integral 1.25 dia. knob fea­
tures fluted sides of black plastic 
with satin finish aluminum facing. 
It is conveniently mounted using 
only one hole to clear the % - 24 
threaded bushing. 

The Model 510 Spring Return 
Pot is available from stock. 

Circle #6 on Readers Service Card 

Systron Analyzer 
Display 
Systron-Donner has announced a 

Spectrum Analyzer Main Frame 
with a variable persistence CRT 
display. According to the manufac­
turer, the unit can store an image 
for up to 6 hours, or can be used 
in a non-storage mode. 

The display unit has been de­
signed for use in audio and base­
band spectrum analysis. Scans can 
be held on screen and reviewed 
analyzed, or recorded. ' 

Circle # 107 on Readers Service Card 
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Hand Held Calculator 
Available in Kits 
MITS has made a four-function 

"mini-calculator" available to the 
kit enthusiast. This 1200 series 
pocket calculator has the same fine 
circuitry and accuracy of its larger 
counterparts, but its compact size 
and battery operation mean it can 
be taken anywhere. 

This calculator features a key­
board which employs key travel 
comparable to desk-top models. It 
is battery-operated but has provi­
sions for an AC converter. An auto­
matic display cut-off is designed to 
save battery life. With alkaline 
cells the unit operates about 150 
hours in the stand-by mode and 50 
hours in the computation mode be­
fore fresh battel'ies are needed. 

The calculator performs four 
functions: addition, subtraction, 
multiplication-division function. 
The six, nine or twelve digit read­
out has true credit balance and 
additional indications show display 
overflow as well as calculation 
overflow. 

The kit is comprised of Amer­
ican-made components and silk­
screened printed circuit boards. 
These boards are completely plated 
through for ease in soldering and 
represent the very finest in circuit 
boards. The plated-through boards 
were originally developed for use 
in the space program to promote 
reliability and miniaturization. A 
completely illustrated instruction 
manual with step-by-step assembly 
procedures and schematics accom­
panies the kit. 

Circle #108 on Readers Service Card 

Full Flood Panel 
Mount LED Lamp 

RL-4403 and RL-4440 new LED 
solid state lamps from Litronix pro­
vide a large, full flood viewing red 
light and are equivalents to the 
H.P. 5082-4403 and H.P. 5082-4440. 
The new RL-4403 and RL-4440 
contain a gallium-arsenide-phos­
phide LED in a newly designed 
red - diffusive molded package. 
They are also available in red 
clear, water clear, and white diffu­
sive molded lens. The viewing area 
extends .140 inches beyond the 
face of the mounting clip allowing 
wide angle viewing. The radiating 
area is 0.2 inches in diameter and 
presents an ideal visual display for 
indicating functions on instruments 
and control panels. The mounting 
clip is available in black or clear 
plastic. 

For easy installation, the RL-
4403 and RL-4440 leads are .025 
square for wire-wr~pping, solder­
ing or P.C. board mountings. 

In addition, these devices op­
erate on only 1.7 volts at 20 milli­
amps. The RL-4403 is rated at .8 
MCD minimum at 20 rnA and l .t­
M CD typical. 

Circle # I 09 on Readers Service Card 

"ldigraf" Computer Graphics System 
memory, two intensity levels, blink, 
and two character sizes. Approxi­
mately 3000 characters, 3000 inches 
of vector, or combinations of both 
can be displayed flicker-free. Dis­
play addressability is 1024X by 
1024Y. Hardware 2D scaling and 
translation is included. Keyboards 
w ith h ardwired programmable 
function keys (for hardware edit­
ing, text and graphics, and cursor 

IDigraf is a low cost, buffered, control), multiple monochromatic 
refreshed CRT display for produc- or color displays, light pens, 21" 
ing graphic displays with combi- CRT, direct parallel computer or 
nations of vectors and alphanumer- serial (communication line) inter­
ics. The IDigraf has stroke-writ- faces are among the optional fea­
ing hardware character and vector tures. 
generators, 17" CRT, MOS refresh Circle # 110 on Readers Service Card 

Light Emitting Film 
Of the technologies presently 

under consideration, the Light 
Emitting Film undoubtedly offers 
the simplest manufacturing process 
and can produce digits at the low­
est ultimate cost. 

The process is highly mecha­
nized. One operator could produce 
approximately 15,000 digits in a 
single four-hour shift. The Light 
Emitting Film has a highly com­
petitive materials and labor base. 

Without going into detail, the 
LEF process consists of vacuum 
deposition of a thin film, composite 
layer onto a single plate of double­
strength window pane. The result­
ing device is a capacitor with a 
transparent front electrode. When 
an AC potential excites the dielec­
tric it emits light which can be 
seen through the transparent front 
electrode. 

This is, of course, an oversimpli­
fication, but the process is cur­
rently producing small calculator 
displays at the lowest cost in large 
OEM quantities - less than $.75 
per digit!! 

Circle # 111 on Readers Service Card 

A Small Solution For Big Problems 

1" OD • 5-1 0 KV range • 1000 + 1ines • spot sizes to 0.6 
mils • outstanding bright ness (415ft. lmbts, P-1 @ 7 KV) 
• all phosphor screens; black screen; sub screen; fi ber 
optic screens • deflection yokes, Mu-metal shields; 
complete sub assemblies optional. 

Send for further information VPI Spec. Sheet. 

VIDEO PRODUCTS, INC. 
7550 San Fernando Rd. 
Sun Va lley, Ca lif. 91 352 

Tel. (213) 767-0748 

Circle # s on Readers Service Card 
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Go Ahead And Call CELCO. 
All You've Got To Lose Are Your Yoke Problems. 

~ "'" "'"· • · '· owo m. m ·•••·om 
UPI..ANO, CAL. 9 1786 T E L. . 20 1-327· 1123 

CON STAN T IN E E N G INEERIN G LAOORATO R IES COMPAN Y 

Circle # 9 on Readers Service Card 
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Balanced Menu 
Promised by ACM 
ACM '73 (Association for Com­

puting Machinery) shows promise 
of being one of the most balanced 
and well planned annual confer­
ences of ACM. It is set for Atlanta, 
August 27-29. Some of the high­
lights of the conference include 
the keynote address to be given by 
Dr. Lewis M. Branscomb, Vice 
President and Chief Scientist of 
the International Business Ma­
chines Corporation. His address 
will highlight tl1e theme of the 
conference, "Computers in the 
Service of Man". 

The technical program balances 
theoretical presentations and busi­
ness data processing applications. 
Approximately fifteen sessions will 
be devoted to presentations in in­
surance, banking, transportation 
and oilier business data processing 
applications. 

Sessions are provided for the 
communication of computer sci­
ence research abstracts, both in 
industry and academic disserta­
tions. The commercial program 
will feature presentations by hard­
ware and software firms on the 
availability of ilie latest products. 
It will provide an abnosphere in 
which in-depth discussions may be 
carried on between the participants 
and ilie industrial concerns. The 
opportunity for both users and 
suppliers to discuss all aspects of 
pertinent products is unparalleled. 
For information contact ACM, P.O. 
Box 4566, Atlanta, Ga. 30302. 

Beam Penetration 
Co1ztimted from page 11 

The 8001 color monitor com­
bines ilie 7004 plus deflection and 
focus correction circuitry to pro­
vide a complete 4 color high reso­
lution graphics monitor. The in­
puts required by the 8001 are sim­
ply ( 1 ) X, Y deflection voltages, 
( 2) intensity (video), ( 3) 2 bit 
color word, ( 4) unblank (optional) 
and ( 5) 115V A C. Key specifica­
tions are colors: red, orange, yel­
low, green, resolution less ilian 
.025" on worst color (red) over 
10" x 10" area. Write rate and light 
output are 2~.tsec/inch at 25 foot 
lamberts for worst case red. All 
color switching and correction are 
complete in 15~.tsec. 
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From the National Office 

Vi Puff 

By its very nature a society is 
like an iceberg. Only a part of it is 
visible. The visible portion-local 
meetings, conventions and publica­
tions-requires a great deal of sup­
pmt boili from tl1e officers and 
from tl1e national headquarters. 
Administering SID is for more than 
maintaining a mailing list. 

Let's review some of the many 
headquru·ters' activities and ilie 
services iliat are available to you. 
Naturally much activity is admin­
isb·ative. We assist the executive 
boru·d, committee chairmen, chap­
ter chairmen, publication editors, 
accountant and attorney. Files and 
records must be kept, and supplies 
ordered. Then there are those 
monthly and quarterly tax state­
ments-even for a non-profit 
society. 

Communications ru·e important, 
too. We open, read and disb·ibute 
incoming correspondence- and 
handle many of ilie requests. We 
mail over 100 letters each monili. 
Many people phone for infornla­
tion. During peak periods-such 
as before the annual symposium­
the phone rings all the time. And, 
if we don't have the answers, we 
by to get iliem for you. 

Membership is SID's main asset. 
We take particular care to keep 
accurate records so tl1at you re­
ceive your journal and other in-

fmmation on time. It's not an easy 
task. Many SID members are no­
madic, it seems. The 1973 renewal 
period brought 350 address 
changes. That's about 20 percent 
each year. It's especially important 
to make new members feel wel­
come-to make sure ilieir address 
is correct, and their name is spelled 
right. 

Otl1er people are interested in 
our symposia and technical meet­
ings. To let iliem know what's 
happening, we obtain mailing lists 
from other societies, supervise mail­
mgs, and assist wiili promotion. 
There has b een a tremendous 
amount of interest in SID's new 
publications department. We sold 
and mailed over 800 publications 
last year. About 50 percent of the 
orders are from foreign countries'. 
A course in German, French, Itali­
an and Japanese would be helpful. 
We manage the b·anslations, some­
how, but dread getting our first 
order from Gabon. That's when 
we'll head for Berlitz. 

The 1972 Digest was om biggest 
item wiili 253 copies sold last year. 
We still have issues of ilie '70, '71 
and '72 Digests in stock. If you 
don't have iliese important refer­
ences in your library, order iliem 
t oday. They serve as detailed in­
dexes to many of ilie full-length 
papers published in ilie quarterly 
proceedings. 

An atb·active new publications 
catalog has been prepared describ­
ing the publications that are avail­
able through SID. If you'd like to 
have one, drop me a note and I'll 
put one in the mail. If you have 
other questions about SID, let me 
know. That's why we're here. 

VI PUFF 
National Office Manager 

LA Chapter Sees 
Honeywell System 

The Los Angeles Chapter of the 
Society for Information Display on 
Wednesday, 30 May, 1973 visited 
ilie Honeywell Marine Systems 
Division, California Center, West 

Covina, California to see the 
Honeywell S-50 Graphic CRT Dis­
play System and Universal Navi­
gation Training System. 

The hosts were Bob Mueller, 
Marketing Manager, and H al 
Jewett, Chief Engineer-Electrome­
chanical Design. 

Honeywell has designed and is 
manufactming a high-speed inter­
active display system, ilie S-50, to 
satisfy a variety of display require­
ments demanding :Sicker-free per­
fmmance and high-density data. 
Its unique features facilitate oper­
ator interaction with computation 
devices for applications such as 
computer-aided design (CAD) and 
simulation. We will be seeing the 
S.J50 in a CAD demonsb·ation and 
as a component of ilie USAF Uni­
versal Navigation Training System 
( UNTS ) which will have its first 
delivery in June of this year. In 
both instances, it will be inter­
faced wiili the new Honeywell 716 
computer. 

r=JDDl CHAPTER NEWS 
SAN DIEGO 
San Diego SIDians were given 

a behind-the-scenes look at the 
Space Theatre in San Diego, April 
13. Theatre projects simulation of 
of starry heavens on indoor dome. 
SID members saw ilie conb·ol con­
soles, projectors ( including wide 
screen) the Star Field BaU, and 
Planet, Sun and image projectors. 
Wide screen projector uses a fish­
eye lens. 

NEW ENGLAND 
The Simulation Labs of the 

Navy Underwater Service Center 
at Newport (R.I. ) were ilie late­
afternoon objective of the April 24 
meeting of the New England 
Chapter of SID. Following the 
field trip, chapter members en­
joyed dinner at Rayilieon's Plant 
1, Portsmouth. To round off an 
intensive evening, following the 
two-hour dinner pause, members 
heard an "overview" of Sonar Sys­
tem Display Technology, given by 
D. Crockett. 

The May 16 meeting was to be 
a joint one witl1 the Society for 
Photographic Systems Engineers, 
on the topic "Pickup Tubes and 
Display Devices with Negative 
Elecb·on Affinity Emitters." 

r=JDDl Welcomes The Following New Members 

Robert Baron, Student, Amherst, 
Ma.; Frank W. Bennett, Hughes 
Aircraft, Fullerton, Ca.; William 
Berson, CBS, Inc., Stamford, Ct.; 
l ver A. Brodersen, North American 
Rockwell, Fullerton, Ca.; Don L. 
Camphausen, Xerox Corp., Web­
ster, N.Y.; Don M. Casto, Master 
Specialties, Costa Mesa, Ca.; Cal­
vin K. Clauer, IBM Corp., San 
Jose, Ca.; Robert Czakowski, Sci­
ence Applications, Inc., La Jolla, 
Ca.; Olean B. Dangerfield, Philco­
Ford, Santa Clara, Ca.; Michael 
DiPrizito, Meria Systems, Inc., Ac­
ton, Ma.; John P. Dobbins, North 
American Rockwell, San Marino, 
Ca.; Dr. Kent E. Erickson, Keuffel 
& Esser Co., Morristown, N.J.; 
Dennis E. Florence, Chrysler Corp., 
Deru·born, Mi.; Lawrence A. Good­
man, RCA, East Windsor, N.J.; 
Henry A. Grieco, Airco Industrial 
Gases, New Providence, N.J.; Jame 
E. Hargis, American Appraisal Co., 
Denver, Co.; Hugo Hsiung, Mc­
Donnell-Douglas, Niles, II.; Toni 

,B. K. Ivergard, Ergolab, Stock-
holm, Sweden; Kenneili J. Kendall, 
Bendix Corp., Fairfield, N.J.; Rob­
ert S. Kennedy, U.S. Navy Missile 
Center, Camarillo, Ca.; Takahiro 
Kubo, Mistubishi Electric Co.; 
Amagasaki, Japan; Dr. B. L. Lan­
drum, Northrop Corporation, Palos 
Verdes Peninsula, Ca.; Jeffrey A. 
Lasky, Univ. of Minnesota, Minne­
apolis, Mn.; Arie Leider, Haifa, 
Israel; Donald A. MacAllister, A-F 
Sales Eng., Inc., Pasadena, Ca.; 
James B. McNeely, Lih·onix, Inc., 
Cupertino, Ca.; Paul R. Malmberg, 
Westinghouse Electric Corp., Pitts­
burgh, Pa.; Steve J. Mildenberger, 
U niversit y of Saskatchewan, 
Saskatoon, Saskatchewan, Canada; 
David P. Miller, Tektronix, Inc., 
Luilierville, Md. ; Osamu Nakahara, 
Tokyo San yo Electric Co., Japan; 
James B. O'Neill, Stewart-Warner 
Co., Palos Verdes, Ca.; John K. 
Patberg, Western Electric Co., 

Moved? 
Have you moved? To avoid de­

lay in receiving SID publications 
and news, please advise the Na­
tional Office of your new mailing 
address. 

Princeton, N.J.; Jonathan S. Perel, 
Richmond, Va.; Robert Poon-Lun 
Lee, Student, Los Angeles, Ca.; 
Theodore E. Posch, Singer-Libra­
scope, La Canada, Ca.; Patrick D. 
Pratt, Honeywell, Minneapolis, 
Mn.; Philip Rosten, Electro Vision 
Industries, Beverly Hills, Ca.; Ed­
ward L. Saenger, URS/ Matric Co., 
Huntsville, AI.; Joel T. Salz, Lock­
heed-California Co., Los Angeles, 
Ca.; Walter Sidas, Hazeltine Corp., 
Richmond Hill, N.Y.; Richard C. 
Siebold, IBM, Kingston, N.Y.; 
George W. Smith, III, Beckman In­
struments, Inc., Hacienda Heights, 
Ca.; John J. Stapleton, Hughes In­
dustrial Products, Oceanside, Ca.; 
George D. Summers, Alexandria, 
Va.; Lawrence E. Tannas, Rock­
well International Corp., Orange, 
Ca.; John E. Thompson, Master 
Specialties Co., Costa Mesa, Ca.; 
Roger W. Thompson, General Elec­
tric Co., Houston, Tx.; John A. 
vanRaalte, RCA Research Labs., 
Princeton, N.J.; J. R. Whitlow, 
Radiation, Inc., Melbourne, Fl.; R. 
Woolard, Litton Industries, Rex­
dale, Ontario, Canada; John D. 
Writer, Aydin Corp., Ft. Wash­
ington, Pa.; Yamada, Yahiko, 
Hitachi Central Research, Moun­
tain View, Ca.; and John E. Yule, 
Honeywell Marine Systems Div., 
West Covina, Ca. 

600 Attend Meeting 
continued from page 12 

Members of SID who did not 
attend the Symposium may obtain 
an illustrated DIGEST OF TECH­
NICAL PAPERS, consisting of 800-
1,000-word condensations of pa­
pers, plus introductory comments 
on sessions. The DIGEST, distrib­
uted free to registrants at the Sym­
posium, is available at $20 per 
copy to SID members. Write to 
National Headquarters, 654 N. 
Sepulveda Blvd., Los Angeles Cali­
fornia 90049. 

The annual 3-day exhibition, 
held in the Symposium hotel, in 
space contiguous to rooms in which 
papers were presented, included 
exhibits of dynamic operational 
systems, equipment and accessories. 
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If You Heard 'Em, Lucky. If You Didn't, Too Bad 

To communicate to SID members the variety and 
types of programs b eing made available to members 
of SID chapters, here is a selection from recent chap­
ter meetings : 

SAN FRANCISCO BAY AREA 
February 22, 1973 
Speaker: W endel Chase, Sr. Scientist, NASA. Sub­

feet: "Man/ Machine Interface As Applied to Flight 
Simulators." Note: The meeting was held at the NASA­
Ames Research Center, Sunnyvale. LOS ANGELES 

February 22, 1973 March 21, 1973 

Speaker: Dr. Al Waxman, Vice President/ Engineer­
ing, Princeton Electronic Products, Inc. Subject: "The 
PEP 400 Storage Terminal." 

Speakers: Members of Training Section, Federal 
Aviation Authority (FAA ) and Air Transport Com­
mand. Subject: Movie and tour of facility at FAA Air 
Traffic Conb·ol Center. April 25, 1973 

Speakers: Joseph Cogan- Lawrence Crowley. Sub­
feet: "DC-10 Automated Flight Tests" ( McDonnell­
Douglas DC-10 aircraft). 

NEW ENGLAND 
March 13, 1973 

DELAWARE VALLEY 
March 13, 1973 

Speaker: W.D. H ett, Raytheon. Subject: "Enroute 
Displays in the National Airsp ace System." 

Speakers and Topics: George H olz, Burroughs Corp., 
"Gas Discharge Plasma Technology." Muzio Luce, 
Optel C01p., "Liquid Crystal Displays." Pabick Far­
ina, RCA, "Incandescent Displays." Dr. Richard Ah­
rons, Opcoa, Inc., "LED Displays." Moderator, Dr. 
Mort Lewin, Rutgers University. Note : This was a 
joint meeting with IEEE. 

SOUTHWEST (Dallas) 
March 8, 1973 
Speaker: Bryan Holgate, Tektronix. Subject: Dem-

onstration of new Tektronix display system. 

SAN DIEGO 
March 13, 1973 
Speaker: Craig Stephens, Hughes Aircraft. Subject: 

"A High Resolution Meshless Storage Tube." 

r:JDDl Sustaining Members 
ALLGEMEINE ELEKTRICITATS-

GESELLSCHAFT 
AEG-Telefunken 
Vorstandssekretaruat 
6 Frankfurt/ Main-Sud 
West Germany 
AEG Hochhaus 

BURROUGHS CORPORATION 
Defense, Space & Special Systems 

Group 
Paoli, Pennsylvania 

CONRAC CORPORATION 
330 Madison A venue 
New York, New York 10017 
SIEMENS AG 

DuMONT ELE CTRON TUBES 
DIVISION 

Clifton, New Jersey 

FERRANTI ELECTRIC COMPANY 
Plainview, New York 

GML CORPORATION 
594 Marrett Road 
Lexington, Massachusetts 02173 

HUGHES AIRCRAFT COMPANY 
Culver City, California 90230 

IBM CORPORATION 
Armonk, New York 

INFORMATION DISPLAYS, I NC. 
Mt. Kisco, New York 

NAC INCORPORATED 
7 - 1 Ginzartishi 
Chuo-Ku, Tokyo, Japan 
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OY NOKIA AB ELECTRONICS 
Helsinki, Finland 

PHILCO-FORD CORPORATION 
r alo Alto, Califorrtia 

PHOT O RESEARCH DIVISION 
KOLLMORGEN CORPORATION 
3000 N. Hollywood Way 
Burbank, Califorrtia 91505 

STE MENS AG 
Tubes Division 
76 St. Martinstr 
Munich, West Germany 

SINGER-LIBRASCOPE 
Aerospace & Marine Systems Group 
808 Western Avenue 
Glendale, Califorrtia 91201 

SYNTRONIC INSTRUMENTS, INC. 
100 Industrial Road 
Addison, Illinois 

TEKTRONIX, INC. 
Information Display Products 
P.O. Box 500 
Beaverton, Oregon 97005 

T HOMAS ELECTRONICS, INC. 
100 Riverview Drive 
Wayne, New Jersey 07470 

THOMSON-CSF 
Paris, France 

XEfiOX DATA SYSTE MS 
El Segundo, Cali forrtia 90245 

Photophysics 
Appoints 
Robert K. Swanson has joined 

Photophysics, Mounta in View 
( Cal.) as engineering manager. 
Joseph John Bullock has joined the 
firm as manufacturing manager. 
Photophysics makes a line of hard 
copy computer t erminals for end 
users, and electrographic copiers 
for sale to other manufacturers. 

CORRECT SPELLING OF 
OFT -MISSPELLED WORDS 

It's Persistence, not Persistance. 
It's Ape1ture, not Aperature. 

Advertisers Index 
CELCO [Constantine 

Eng ineering labs Co .] .. . ..... . 26 
CPS . . .... . . . . ..... .. . .. 5 
Constantine Engineering 

l abs Co. [CELCO J ..... .. .... 26 
Photo Research Corp. . . . . . . . . . . 3 
Ramtek ... . . . .... . ... . ... 8 
RCA Corporation ... .. ........ 31 
SC Electronics .. .. . . ...... . . 16 
Script·o·Graphic ...... . .. . . .. 25 
Special Purpose Tube .......... 14 
Syntronic Instruments .......... 2 
Thomson CSF ... . ........... 32 
Video Products, Inc. . .. . . . .. . .. 27 

Display it like it is ... 
witti RCA Display tubes. 

2. 

Here are just five of the lead ing famil ies in RCA's complete line 
of "advanced design" display and storage tubes that can meet 
you r most exacting and· special ized electro optics requirements: 
1. Projection Kinescopes : Avai lable in 3", 5", 6", and 7" diam­
eters and a variety of power levels for both color and mono­
chrome TV projection systems. 
2. Ultra-High Resolution CRTs: Available in 5" and 7" diame­
ters with ground optical ly-flat faceplates and ultra-fine grain 
phosphors for high quality photographic recording applica­
tions, and computer output microfilm appl ications. 
3. Direct-View Display Storage Tubes: Ava ilable in 5" and 1 0" 
diameters with high luminance for mi litary and commercial 
aviat ion weather radar displays. 
4. Silicon-Target Storage Tubes: Ava ilable in 1" and 1 '12' diam­
eters for use in a variety of info rmation-rate-converters; in TV 
"F rame Freeze"; and narrow-band video communication. 

3. 

5. Voltage Penetration CRTs: Available in 8Y2" x 11", 16" and 
24" diameters with dual-color phosphors that change color 
and/or persistence as the anode voltage is varied. Used for al­
phanumeric/graphic/computer terminals and special radar dis­
plays. 

See your RCA Representative for more information on all the 
display tube families in RCA's comprehensive line. For your 
free copy of the new RCA Display Tube brochure, STC-900C, 
write Manager, Market Planning, Display Tube Products, Sec­
tion ZD5, RCA , New Holland Avenue, Lancaster, Pa. 17604. 
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